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CASE STUDIES 
Dissolution of Barium Sulfate Scale in Oil Production

An injection well flowline for the Northwest Chandler Waterflood 
Unit in Lincoln County, Oklahoma was plugged with Barium Sulfate 
scale reducing flow to 150 bbls/day from 1100 bbls/day. 1500 feet of 
flowline was treated with 60 bbls of FQE Barium-Clear for 5 hours. The 
injection rate after treatment returned to 1100 bbls/day with drastic 
reduction in pressure. 

An injection well in the Northwest Chandler Waterflood Unit was 
injecting 150 bbls/day at 1400 psi. The well was treated with 60 bbls 
of FQE Barium-Clear and shut in overnight. Operation resumed the 
next day following the treatment at an injection rate of 1100 bbls/day 
at 800 psi.   

An active pumping oil well in Ellis County, Oklahoma was having 
continual iron sulfate scale problems requiring 6 workovers per year. 
A 30 bbl FQE Barium-Clear treatment was performed for the initial 
clean out of the wellbore followed by a trace continuous injection 
of FQE Barium-Clear as a treatment program.  The well has been 
operating for 8 months with no scale build-up or workovers needed. 

A surface injection pump in Noble County, Oklahoma was quickly 
building Barium Sulfate scale causing pump failure every 2-4 weeks. 
A locked-up and scaled-up pump was circulated with 12 gallons of 
FQE Barium-Clear.  The treatment removing the scale and freed the 
pump after 4 hours. The well was placed on a continuous treatment 
program which has prevented further scale build-up.
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FQE Barium-Clear helps increase oil and 
gas production by bringing back system 
efficiency.  

The product is specifically designed
for the dissolution and removal of barium
scale deposits. It is also formulated
to prevent re-deposition of the scale 
through trace continuous injection.

This product offers significant safety 
benefits over traditional acid treatments.
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These successful case studies were executed by 
our distribution and service partner Ba Chemicals.

For more information visit our website: 
fqechemicals.com/barium-sulfate-scale-oil-production

Turnkey barium scale solutions partner:

13120 N. MacArthur Blvd
Oklahoma City, OK 73142
405.205.6512

https://fqechemicals.com/barium-sulfate-scale-oil-production/
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Case Histories
Access a wide range of case histories to 

learn about the variety of applications our 

chemicals are utilized for. 

fqechemicals.com/case-histories

White Papers
Our white papers provide deep insights into 

industry problems and how our innovative 

chemical products solve them.

fqechemicals.com/resources

Video Library
View videos from our lab where we have 

tested a range of client samples to show 

how effective our chemicals are.

fqechemicals.com/videos

Visit our website to access technical bulletins, white papers, 
videos and our extensive library of case histories.
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Cleaning efficiency increased 

over 20 times, saving thousands 

of dollars in manpower and 

equipment charges

Dissolved the asphaltenes and 

removed all traces of LEL and H2
S

Minimal sludge deposits were 

left over after chemical cleaning

Results Achieved

Chemicals Utilized

CASE HISTORY

Rail Car Chemical Decontamination 

& Change of Service

LEL-V

A service company utilized FQE® Solvent-ME,  

FQE® Clean Road, and FQE® LEL-V for a rail car 

cleaning application at petroleum refinery located 

in Delaware. 

The refiner was looking to conduct a change of service on their rail cars from 

dark oil (crude oil) to clear fluid (ethanol) service. The cars needed to be fully de-

oiled to eliminate any possibility of cross contamination.  

Previously, the client had been cleaning the cars completely through mechanical 

means at a rate of around 1 car every 4-5 days and was looking for a more 

efficient alternative to meet their tight timelines.

As part of the initial decontamination process to remove the bulk of the crude 

oil, FQE Solvent-ME was vapour-phased injected with steam into the rail cars at 

a controlled rate until the effluent coming out of the bottoms drain was oil-free. 

To ensure that all the cars were truly de-oiled; down to the porous cavities in the 

steel surface, FQE Clean Road was subsequently injected into the rail cars as part 

of a final polish. 
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LEL and H
2S reduced to 0

Process saved 12-24 hours of 
outage time; manpower entry with no delays

Significantly reduced mechanical 
cleaning costs and timelines by 
dissolving heavy sludge in the fractionator bottoms

Results Achieved

CASE HISTORY

Chemical Decontamination and 
Degassing of a Coker Fractionator

An oil refinery in Wyoming running heavy 

Canadian crude utilized FQE® Solvent-H, 

FQE® LEL-V, FQE® H
2S, and FQE® Pyrophoric for 

their turnaround operations and saved 1 day of 

outage time.
Previously, the client had utilized terpene-based type chemistries on the towers 

over a scheduled 12-hour period. Upon completion of the injection period, the 

client traditionally had issues with LEL and VOC levels that required additional 

steaming and this would end up delaying manpower entry an additional 12-24 

hours. Due to issues with prior applications, a new process was chosen; the FQE 

Chemicals method.
Prior to chemical application, it was confirmed that there was a lack of fluid 

communication at the bottom of the coker fractionator. This resulted in 

relocating the injection point and indicated that the fractionator was completely 

fouled at the bottom. It was confirmed that fouling was significantly higher than 

previous turnarounds.

Chemicals Utilized

LEL-V

Equipment Cleaned
» Coker Fractionator» Three Stripper Towers» Pentane Absorber

 Improve efficiency and financial performance

A large Canadian oil sands operator utilized FQE® 
Solvent-H, FQE® LEL-V, and FQE® H

2
S to clean a 

large primary separation settler in record time.

The product in the vessel was made up of mostly solvent (C5/C6), and bitumen. 
The vessel had a top cylindrical section with an internal diameter of 15.2 meters, 
and a conical bottom section with a 60° angle. The settler was enclosed by a 
hemispherical roof to contain the vapors released from the froth and solvent 
mixture. The previous attempt by a competitor to clean the settler left LEL 
present due to the solvent that was trapped in the asphaltene buildup in the 
cone of the vessel.

FQE Solvent-H was applied first to dissolve and flush away heavy deposits at 
the bottom of the vessel. Afterward, FQE LEL-V and FQE H

2
S were applied to 

remove LEL and H
2
S respectively. The whole operation was done in record time 

with a minimum deposit residue at the bottom. 

50% reduction in down time

Dissolved the asphaltenes and 
removed all traces of LEL and H

2
S

Minimal sludge deposits were 
left over after chemical cleaning

Results Achieved

Chemicals Utilized

CASE HISTORY

Chemical Decontamination of a 
Primary Separation Settler

Clean Cone Bottom
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Typical Separation Settler Diagram

LEL-V

Solvent-H

H2S

New exclusive chemical application 

options for the mitigation of radioactive 

scale in the oil and gas industry

WHITE PAPER

NORM Decontamination

New shock treatment application for heavy 

hydrocarbon fouled exchangers

WHITE PAPER

On-line / In-Service Exchanger Cleaning
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